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“Old World” Example“Old World” Example

Replacing the BatteryReplacing the Battery
The battery in your cordless telephone needs to be changed if you hear

two beeps during a call. Once you hear the beeps, you have one to
two hours of battery life remaining. To replace the battery,
perform the following steps:

1. Remove the battery panel door. The panel door is located on the top
of the handset (see figure 4-5).

2. Remove the battery.

3. Insert new battery into the cavity.
For models 7650, 8820, and T323:
Use replacement battery Bat9920
For model 1000:
Use replacement battery BT1000
For all other models:
Use replacement battery Bat5000

4. Slide panel door over battery.



<HEAD>

<TITLE> Engine Maintenance Manual

<H1>Engine 232 Manual

<UL><LI>Repair p
rocedures

<LI>Removing components

<LI>Operation instructions

<LI>Maintenance steps

</UL>

The fact that the

plantiffwas injured

when he touched the

relay switch did not

render the switch

defective. The injuries

to the experienced

operator are not cause

XYVISION
Copyright Xyvision, Inc. 1996

Getting the Right InformationGetting the Right Information
Faster!Faster!

uu Number of Product Choices is GrowingNumber of Product Choices is Growing

uu Information Quantity is BecomingInformation Quantity is Becoming
Overwhelming for UsersOverwhelming for Users

uu Difficult for Users to Decide WhichDifficult for Users to Decide Which
Information is Applicable:Information is Applicable:
•• Sophistication of ProductsSophistication of Products

•• Interdependencies of DataInterdependencies of Data

uu Electronic Tools/Browsers Instill “less isElectronic Tools/Browsers Instill “less is
better” Paradigmbetter” Paradigm
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SGML for Added IntelligenceSGML for Added Intelligence

SGML Adds:SGML Adds:

uu Structure for ReuseStructure for Reuse

uu Neutral Format for Data TransferabilityNeutral Format for Data Transferability
Between ApplicationsBetween Applications
•• EditorialEditorial

•• ManagementManagement

•• Paper PublishingPaper Publishing

•• Electronic ViewingElectronic Viewing

uu INTELLIGENCE INTELLIGENCE for Qualifyingfor Qualifying
Information ApplicabilityInformation Applicability
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SGML and Document ManagementSGML and Document Management

IETM View    IETM View        Subject View Subject View                           SGML/Document View             SGML/Document View             
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Minimum Revisable UnitMinimum Revisable Unit

Chapter 1
Remove Procedure
1) Remove something
2) Remove something else.
3) Put spare parts somewhere else.
4) Gather the parts
5) Reinstall.

Indicate by check mark if disclosure of deliquent filesrs pursuant to 
Item 405 of Regulation S-K is not contained herein, and will not be 
contained, to the best of the registrant’s knowledge, in definitive proxy 
or information statements incorporated by reference in Part II of this 
Form 10-K or any amendment to this Form H0-K.

Install Procedure
1) Reattach assembly.

2) Screw bolt to plate.

3) Drill panel to gadget, adjacent to gidget.

<proc><title>Remove Procedure</title>
<step>....

<!ELEMENT proc  - o   (title, step+)>

      Training
Registrant’s telephone number, including area code: (617) 245-4100

Securities registered purusnat to Section 12 (b) of the Act: None
Securit ies registered pursuant to Sect ion 12 (g) of the Act:
Common Stock $13 par value
Preferred Stock Purchase Rights

Lesson 1:

Remove Procedure
1) Remove something
2) Remove something else.
3) Put spare parts somewhere else.
4) Gather the parts
5) Reinstall.

DOCUMENTS INCORPORATED BY REFERENCE
Portions of the reigistrant’s definitive Proxy Statement to be filed 

pursuant to Regulation 14A not later than 120 days after the end of the 

fiscal year (December 30, 1994)are inorprated by reference in Part II.
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Publishing from MRU’sPublishing from MRU’s
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Extent of CustomizationExtent of Customization

uu Large Units (e.g., entire procedures,Large Units (e.g., entire procedures,
sections, units)sections, units)
•• Maintain as separate objectsMaintain as separate objects

•• Managed through repositoryManaged through repository

uu Smaller Units (e.g., steps within aSmaller Units (e.g., steps within a
procedure, units of measurement, partprocedure, units of measurement, part
numbers)numbers)
•• Control through Elements & AttributesControl through Elements & Attributes

oror

•• Marked SectionsMarked Sections
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Element and Attribute ApproachElement and Attribute Approach

uu Attributes Added to Elements IndicateAttributes Added to Elements Indicate
ApplicabilityApplicability

uu Attributes Can Indicate When InformationAttributes Can Indicate When Information
is Not Applicableis Not Applicable

uu Elements with Attributes Can be Used for:Elements with Attributes Can be Used for:
•• Small Changes within DataSmall Changes within Data

•• Grouping of Applicable ElementsGrouping of Applicable Elements
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DTD Example Using ElementsDTD Example Using Elements
and Attributesand Attributes

<!ELEMENT  para  - -  (#PCDATA)<!ELEMENT  para  - -  (#PCDATA)

<!ATTLIST  para   <!ATTLIST  para   effect     CDATA    “all”effect     CDATA    “all” >>

OROR

<!ATTLIST  para   <!ATTLIST  para   effect   (7650 | 8820 | T323effect   (7650 | 8820 | T323
                                           | 1000 | all)  “all”                                           | 1000 | all)  “all”>>

OROR

<!ATTLIST  para   <!ATTLIST  para   effect       CDATA    “all”effect       CDATA    “all”
                                                    noteffect  CDATA  “none”noteffect  CDATA  “none” >>
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Example Instance Using Elements &Example Instance Using Elements &
AttributesAttributes

<proc><title>Replacing the Battery<proc><title>Replacing the Battery

<intro><para <intro><para effect=“all”effect=“all” >The battery in>The battery in
your cordless phone needs to be changed...your cordless phone needs to be changed...

........

<step><para>Insert new battery into the<step><para>Insert new battery into the
cavity.cavity.

<!-- For models 7650, 8820, and T323 --><!-- For models 7650, 8820, and T323 -->

<para <para effect=“7650 8820 T323”effect=“7650 8820 T323”>Use>Use
replacement battery...replacement battery...
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Example Instance Using Elements &Example Instance Using Elements &
Attributes - ContinuedAttributes - Continued

<!-- For all other models  --><!-- For all other models  -->

<para <para noteffect=“7650 8820 T323 1000”noteffect=“7650 8820 T323 1000”>Use>Use
replacement battery...replacement battery...
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Processing of EffectivitiesProcessing of Effectivities

uu Based Upon Presence of Attribute Value,Based Upon Presence of Attribute Value,
Data is Displayed or SuppressedData is Displayed or Suppressed

uu Display or Suppression of Data isDisplay or Suppression of Data is
Controlled via:Controlled via:
•• FOSI’sFOSI’s

•• Style SheetsStyle Sheets

•• Transformation SoftwareTransformation Software
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Spanning Elements for EffectivitySpanning Elements for Effectivity

<!ELEMENT effectgrp  - -  (para+)><!ELEMENT effectgrp  - -  (para+)>

<!ATTLIST  effectgrp  <!ATTLIST  effectgrp  effect      CDATA  “all”effect      CDATA  “all”
                                    noteffect CDATA “none”                                    noteffect CDATA “none”>>

<!ELEMENT effectitem  - -  (#PCDATA)><!ELEMENT effectitem  - -  (#PCDATA)>

<!ATTLIST  effectitem  <!ATTLIST  effectitem  effect      CDATA  “all”effect      CDATA  “all”
                                    noteffect CDATA “none”                                    noteffect CDATA “none”>>
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Application Driven ApproachApplication Driven Approach

SGML Instance

Contains All Applicability's

SGML Transformation

Rendering Tool
(FOSI, Style Sheets, etc.)

Custom Document
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Marked Section ApproachMarked Section Approach

uu SGML ConstructSGML Construct

uu Controls Applicability through ParserControls Applicability through Parser
•• Effectivity Contained within MarkedEffectivity Contained within Marked

SectionsSections

•• SGML Declarations Set to:SGML Declarations Set to:
•• IGNORE (to not use)IGNORE (to not use)

OROR

•• INCLUDE (to use effectivity)INCLUDE (to use effectivity)

uu Contains Data or Collection of ElementsContains Data or Collection of Elements
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Example Instance Using MarkedExample Instance Using Marked
SectionsSections

<step><para>Insert new battery into the<step><para>Insert new battery into the
cavity.cavity.

<!-- For models 7650, 8820, and T323 --><!-- For models 7650, 8820, and T323 -->

<![ %M7650; [<![ %M7650; [ <para>Use replacement<para>Use replacement
battery Bat9920battery Bat9920]]>]]>

......

<!-- For all other models --><!-- For all other models -->

<![ %NOTREF1; [<![ %NOTREF1; [ <para>Use replacement<para>Use replacement
battery Bat5000battery Bat5000]]>]]>
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Example DeclarationsExample Declarations

<!ENTITY  % <!ENTITY  % M7650M7650   “   “ INCLUDEINCLUDE ”>”>

<!ENTITY  % M8820  “IGNORE”><!ENTITY  % M8820  “IGNORE”>

......

<!ENTITY % NOTREF1  “IGNORE”><!ENTITY % NOTREF1  “IGNORE”>
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Example for “Not” CaseExample for “Not” Case

<!ENTITY  % M7650   “IGNORE”><!ENTITY  % M7650   “IGNORE”>

<!ENTITY  % M8820  “IGNORE”><!ENTITY  % M8820  “IGNORE”>

......

<!ENTITY % NOTREF1  “<!ENTITY % NOTREF1  “ INCLUDEINCLUDE ”>”>
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Issues with Using Marked SectionsIssues with Using Marked Sections

uu One to One Relationship BetweenOne to One Relationship Between
Applicable Data and Marked SectionsApplicable Data and Marked Sections

uu Application DependentApplication Dependent
(Entity Declarations Must be Built)(Entity Declarations Must be Built)

uu “Not” Effectivity Difficult to Specify“Not” Effectivity Difficult to Specify

uu Potential for Parsing Errors is HigherPotential for Parsing Errors is Higher
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SummarySummary

uu Combination of Approaches Can be UsedCombination of Approaches Can be Used
for Marking Effectivity:for Marking Effectivity:
•• MRU Level Changes Managed throughMRU Level Changes Managed through

Document ManagementDocument Management

•• Elements and AttributesElements and Attributes

•• Marked SectionsMarked Sections
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Approach BenefitsApproach Benefits

Elements & AttributesElements & Attributes

uu Adopted by IndustryAdopted by Industry
InitiativesInitiatives

uu Intelligence ContainedIntelligence Contained
within Datawithin Data

uu Effectivities can beEffectivities can be
NestedNested

uu Interdependencies ofInterdependencies of
Data can be SpecifiedData can be Specified

Marked SectionsMarked Sections

uu SGML ParserSGML Parser
Resolves EffectivitiesResolves Effectivities

uu Easier to Extend forEasier to Extend for
New Applicability'sNew Applicability's

uu Can Mark VaryingCan Mark Varying
Sizes of InformationSizes of Information
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Approach DrawbacksApproach Drawbacks

Elements & AttributesElements & Attributes

uu Requires ApplicationRequires Application
Development &Development &
MaintenanceMaintenance

uu Looser ContentLooser Content
Models Required (toModels Required (to
Permit Nesting)Permit Nesting)

Marked SectionsMarked Sections

uu Creation ofCreation of
Declarations Done byDeclarations Done by
Application SoftwareApplication Software

uu Cannot NestCannot Nest
EffectivitiesEffectivities

uu Cannot Create DataCannot Create Data
InterdependenciesInterdependencies

uu Prone to ParsingProne to Parsing
ErrorsErrors


